Kopégjie izejas dati

Projekt€jamais objekts “Ludzas pilsétas gimnazijas parbuve” atrodas Ludza, Blaumana
iela 4. Buvprojekta blivkonstrukciju sadala izstrdddta, pamatojoties uz sekojodiem izejas
dokumentiem:

- Iiguma Nr.16-36/678-A2, kas noslégts 29.08.2016 starp SIA “Sestais Stils” un SIA

“G.Kamenecka buivkonstruktoru birojs”, formulgto darba uzdevumu;

- arhitektu biroja SIA “Sestais Stils” izstradatajiem arhitektiiras risinajumiem, iesftitiem

13.10.2016;

- SIA ,Rézeknes Nams™” 2016. gada izstradato tehniskas izpétes atzinumu.

Ta ka parbuves ietvaros netiek veiktas esoSas &kas konstruktivas shémas izmainas un
netiek mainita telpu funkcija (lietderigas slodzes zina), nesodo konstrukciju saspriegta-deforméta
stavokla analize tiek izpildita uz to normativu pamata, kas bija speka laika perioda, kad veikta
parbuvejamas kas sakotngja projektésana. Tai pada laikd no jauna uzcelamas konstrukeijas tiek
projekttas atbilstosi normativiem, kas ir spéka konkrétaja projektésanas perioda (2016. gads).

Bivprojekta buvkonstrukciju (BK) sadala izstrddata, pamatojoties uz  sekojogiem
blivnormativiem:

LBN 003-15 ., Bavklimatologija™;

LBN 201-15 ,,Baivju ugunsdrosiba”;

LBN 203-15 ,,Betona konstrukciju projektésana™;

LBN 205-97 ,,Miira un stiegrota miira konstrukciju projektésanas normas™;

LBN 212-14 ,Térauda biivkonstrukciju projekt&sana”;

LBN 214-03 ,,Geotehnika. Palu pamati un pamatnes”;

LBN 206-14 "Koka btivkonstrukciju projektgSana"

LVS EN ISO 12944-4,5 -2012L ,Térauda konstrukciju pretkorozijas aizsardziba ar
aizsargkrasu sistémam”™;

Atsauces uz citiem, augstdk nemingtiem, valsts standartiem tiek dotas tie$i BK sadalas
rasgjumos.

Biivprojekts izstradats $adiem klimatiskajiem apstakliem:
1. sniega slodzes uz zemes virsmas raksturiga vértiba sg=170 kg/m? ar varbiitibu 1 reizi 50
gados, (LVS EN 1991-1-3:2003/NA:2015, NA.2.3.);
e vEja spiediens 46 kg/m? kas iespéjams reizi 5 gados, (LVS EN 1991-1-
4:2005/NA:20115, NA.2.2. (Vpp=21m/s));

Lietderiga normativa slodze uz parsegumiem:
200 kg/ m? — macibu telpas;

300 kg/ m? — gaitenos, kapnu telpas;
400 kg/ m? — aulds un skatuvei:

70 kg/ m? — béninu telpas;

Pielietotie dro§ibas koeficienti:




e pastavigajam slodzém:
- es0So konstrukciju parbaudes aprékiniem = 1,1
- jauno konstrukciju aprékinam = 1,35

e pagaidu slodzém:
- esoSo konstrukeiju parbaudes aprékiniem = 1,2
- jauno konstrukciju aprékinam = 1,5

SlodZu kombinacijas

ledarbju kombinacijas, aprékinot parsedzes:

1.1G + 1.2Q, kur
G — pastaviga slodze,
Q — lietderiga slodze,

Parsedzu aprékini

1.st.

Calculation complies with LBN 205-97
Importance factor 0, =1

Masonry age is under one year

Working life is 25 years

Stone/brick - molded clay brick

Stone/brick grade is 35

Mortar is regular cement with mineral plasticizers
Mortar grade is 4

Specific weight of masonry 1,8 T/m?

Design
L=1m
Lp=1,6m
B=0,51m
H=0,6m

Deflection limitation L/f = 300

Lp 23445,464 T/m?

45-202)

Lintel made of steel with the design strength Ry

ChannelUPN160 (European standard channels NF A

Loads




3.0m x (600kg/m? x 1.1 + 300kg/m? x 1.2) + 1.5m x (600kg/m? x 1.1 + 300kg/m? x 1.2) =
4590kg/m

Factor for sustained load0,35

Calculation results

Checked according to Check Utilization
Factor
Stability of a lintel 0,259
Local strength under the support of a steel 0,351
lintel

Utilization Factor 0,351 - Local strength under the support of a steel lintel
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4.st.

Calculation complies with SNiP 11-22-81
Importance factor T, =1

Masonry age is under one year
Working life is 25 years
Stone/brick - molded clay brick
Stone/brick grade is 35
Mortar is regular cement with mineral plasticizers
Mortar grade is 4
Specific weight of masonry 1,8 T/m?
Design



L=17m

Lp=23m

B=0,51m

H=0,6m

Deflection limitation L/f = 300

Lintel made of steel with the design strength Ry =
23445464 T/m?

ChannelUPN 160 (European standard channels NF A
45-202)

Loads

1.5m x (600kg/m? x 1.1 + 70kg/m? x 1.2) = 1120kg/m

Factor for sustained load0,35

Calculation results

Checked according to Check Utilization
Factor
Stability of a lintel 0,257
Local strength under the support of a steel 0.205
lintel

Utilization Factor 0,257 - Stability of a lintel
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