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& WARNING

CAUTION FOR ELECTRIC SHOCK/RISK OF
BURN/PROPER INSTALLATION

B Non-professicnals are not allowed to operate.
Shut off the power before maintenance.

“— C0/180,144.4°
€90/270,86.8°

e Bridgelux LEDs 4
e IP65 F

e Meanwell driver

e 70°*140° beam angle

e Anodic oxidation 6063 AL housing
e 18°rotatable lamp holder socket
e 5-year warranty

Technical specification and light distribution

Wattage 60W/90W/120W/150W/180W

Luminous Flux 6000Im/9000Im/12000Im/15000Im/18000Im
Module qty 2/3/4/5/6 i
Light Efficiency 100 Im/w -
CRI 70 Ra ::2
Driver Meanwell ;g:
PF >0.95 60m
Beam Angle 80°*155° b
Working Voltage AC100-277V ~2.0A e
IP Rating IP 65

Material Aluminum 6063 i<En
Color Temperature 6000-6500K/ 4000-4500K/ 2700-3200K

Working Temperature | -30 °C to +40 °C

Function options Dimmable/Solar sensor

70

Power 60W 90w 120W 150W 180W
Length | 280x497 | 280x581 | 280x665 | 280x749 | 280x883
Power 60W 90W 120W 150W 180W §
Weight 7.4 kg 8.2 kg 9.2 kg 10 kg 11.2 kg
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